
LiteTable-ST Top d = 27⅝ inch 21092 21093 21053 21054 21055 21056 21057
21003

Top d = 31½ inch 21094 21095 21083 21084 21085 21086 21087

Top w inch 27⅝ 55⅛ 63 70⅞ 78¾ 86⅝ 94½ 31½ 47¼ 63 70⅞ 78¾ 86⅝ 94½

w Total inch 30¾ 34⅝

h inch 15¾·20⅞·23¼·25¼·28·29⅛·30·32⅜

Stacking height 8 4 8 4

Stacking area w inch 30¾ 34⅝

Stacking area d inch 38¼ 65¾ 68⅞ 76¾ 84⅝ 92½ 100⅜ 42⅛ 57⅞ 68⅞ 76¾ 84⅝ 92½ 100⅜

Weight min. lb 33,0 50,7 58,4 66,1 72,7 81,5 89,2 38,5 49,6 66,1 74,9 83,7 92,5 101,4
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LiteTable-ST
Stackable table.
Frame consisting of an all-round rectangular steel edging with welded-on table legs made from square tubular
steel, powder-coated with colored epoxy resin. The table has leveling screws, glides for hard or soft floors or with
2-component universal glides an, optionally, with two castors at outer legs.
Table in 9 fixed heights.
Tabletop with a melamine or laminate-coated LIGNOpal chipboard top and glued plastic edge or a HPL top.
Available with square or rounded corners as required.
Optionally it is also possible to use table connectors depending on the table arrangement (model 21003).
The following material groups are available: Frame made of steel: M1; Top made of chipboard: L4; HPL-top: L4;
Chipboard with laminate: L2.
Further products on this page: Compass-Soft.
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