
M-Panel free-standing for M-Table, h = 29⅛ inch, sit-at 20440

free-standing, sit-at 20442

wall-mounted for M-Table, h = 29⅛ inch, sit-at
20441

wall-mounted, sit-at

w·h cm 39⅜·62⅞

free-standing for M-Table, h = 41¾ inch, stand-at 20445

free-standing, stand-at 20447

wall-mounted for M-Table, h = 41¾ inch, stand-at
20446

wall-mounted, stand-at

w·h inch 39⅜·77⅝

d inch 4 3⅛

d inch base 19¾
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M-Panel
Meeting point with display holder.
Free-standing, wall-mounted or integrated with M-Table.
Wall panel as an information or meeting point to accommodate a display, sound bar or video sound bar. Panel with
internal cabling. Optionally with a 2-fold Schuko socket and 2x USB.
Construction consisting of a black powder-coated steel frame with internal electrification. If wall-mounted, with a
single-sided otherwise with double-sided panelling consisting of melamine or veneer-coated chipboard.
Free-standing or wall-mounted installation or in combination with the M-Table in sitting and standing height.
In the case of a free-standing Installation: foot stabilisers provide stability. In traffic zones, floor mounting is
recommended.
The following material groups are available: Front made of chipboard: L3; Top veneered: F1.


