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VistaFlex, VistaFlex-Pilon
Projection screen.

Installation on TopPilon single-surface and double-surface boards or with bracket on ceiling or wall.
Material. Extruded aluminium (white RAL 9016) housing, corresponding to the spacing between the columns.

Features Type A. Bevel gear drive on right hand side with removable winding handle. Height of projection screen
continuously adjustable with automatic end stop when fully pulled-out.
Features Type B. Plug-in electric motor on right hand side with cable. Height of projection screen continuously
adjustable with automatic end stop (Connection to electricity supply is customer responsibility).
The following material groups are available: Projection surface: E(diffusing).
Further products on this page: JUMPER Air Move, EcoTable-Q.

VistaFlex | Type A 06452 06453 06454 06455 06456| 06470 06471 06472 06473 06474 06475, 06476
Type B 06462 06463 06464 06465 06466 06480 06481 06482 06483 06484 | 06485, 06486
Projection 78%478%a | 9812:78%| 9812:9872| 118Ys:98Y2 | 118Ve-118Ye | 707:78%4 | 7834783 | 78%4:78% | 98Y278% | 78%478%a | 9812:78%4 | 1181/8-78%4
for board w 78%4 9814 1187 1571
Total w 858 10434 1044 12412 1242 88% 108 128 1673

Housing

4943




